
FVBC Series IS。15552 Standard Cylinder 

FVBC 

�型 �

© Specifications 

Bore Size (mm) 32 40 50 63 

Acting type Double Acting 

Working medium Clean Air(40 µ m filteration) 

w。“ng p晦sure (MPa) 0.1-1.0 
Guaranteed p阻届U阻（MPa 1.5 

Wo『king temperature （℃） -20-BO(No freezing) 

Speed range (mm/s) 5。”800
Cushion type Air Cushion 

Cushion stroke (mm) 27 30 
Mounting type LB FA FB CA CB CR 

。How to Order? 

0叫er Example: 

32 
40 
50 
63 
BO 

Blank: Basic type 1 oo 
D: Double shaft type 

J: Double shaft and adjustable 
stroke type 

PortsizeO G1/8 I G1/4 

OPT, NPT port s ize is op tional. 

10 
20 
30 
40 
50 
75 
100 

Blank: TPU seal 

l 

FVBC seri酶， double shalt air cylind町， B。阳 40mm, stroke 50mm, with magnet, TPU seal material, CA m。unting accesso叩， NPT thread.
ERP code is: FVBCD 40X50-S-CA-T 
Note: If cylinder with several different mounting accessories, please use this sequential 

coding: CA/C即C即LB/F A/F B川J/YJ启J/FD

© Optional Accessories 

© Stroke 

E国l

－－�
＠：：］ 

G3/8 

80 

Bore (mm) I Standard Stro阳（mm) IM缸. Stroke (mm) 

32 I 25 50 75 80 100 125 150 160 175 200 250 300 350 400 450 500 I 1900 
40 I 25 50 75 so 100 125 150 1eo 115 200 250 3旧 o350 400 450 500 eoo 100 aoo I 1000 

50斗oo I 25 50 15 so 100 125 150 1创175 200 250 3旧0 350 400 450 500 创o100 aoo 000 1 ooo I 1000 

100 

36 

I G1尼

© Internal Structure 

1 豆 豆 且旦

J 

© Main Dimension 

FVBC 

日。re/Sign A B c D 
32 142 48 94 30 
4-0 159 54 105 35 

50 175 69 106 4-0 

63 190 69 121 45 

自0 214 自6 128 45 

100 229 91 138 55 

FVBCD 

FVBCJ 

FVBC Series IS。15552 Standard Cylinder 

-2. ］＿旦旦 1旦11R1旦1且1旦 1-2. NO. Part Narr田 Material l 

E F G H 

29 19 27.5 22 17 
33 21 32 24 17 
42 27 31 32 23 
42 27 33 32 23 
53 33 33 4-0 26 
55 36 37 4-0 26 

B 

J K 

6 M10x1.25 
7 M12x1.25 
B M16x1.5 
B M16x1.5 
10 M20x1.5 
10 M20x1.5 

Nut Carbon steel 
2 Piston rod S45C hard chrome ca巾on steel 
3 Piston rod seal TPU 
4 Head cover Aluminum alloy 
5 Settlubri国.ting bearin! Bronze powder 
6 Cushion seal TPU 
7 Bar陪l Aluminum alloy 
B 0-ring NBR 
9 Piston Aluminum alloy 

10 Pist。n seal TPU 
11 Wear ring PTFE 
12 Magnet Plastic 
13 Hexag。n screw Carbon steel 
14 Cushion pad TPU 
15 Rear cover Aluminum alloy 
16 B。It Carbon steel 

A+Str。ke

L 
M6Do.16 
M6Do.16 
MBDp.16 
MBDp.16 

M10Do.17 
M10Dp.17 

c+Stroke 

(mm) 
N 。 p a R s T v w x z 

13 1/8" 5.5 6 6 46.5 32.5 12 10 3 30 
17 1/4' 自 7.5 8.5 54 38 16 13 3.5 35 

15.5 1/4' 7.5 6.5 9.5 64 46.5 20 17 3.5 40 
16.5 3/8" 7.5 7.5 11.5 75 56.5 20 17 4 45 
16.5 3/8" B 8.5 12.5 93 72 25 22 4 45 
19.5 1/2" 10 7 12 110 89 25 22 4 55 

Note·With magnet and without magnet.the dimensions are same. 

Bore/Sign A A1 B c E z J K 

32 190 188 48 94 29 27 6 M10x1.25 
40 213 20日 54 105 33 28 7 M12x1.25 
50 244 233 69 106 42 31 8 M16x1.5 
63 259 24日 69 121 42 31 8 M16x1.5 
80 300 286 86 128 53 39 10 M20x1.5 
100 320 304 91 13自 55 39 10 M20x1.5 

No恒1 With magnet and no magnet, the dimensions a阻same
2: N。t marked dimension is same as FVBC S恒ndard type. 
3 F XBC seri由dimensions is国me as FVBC. 
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10 
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30 
40 
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100 
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